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FEATURES
Over-the-air 
Firmware Upgrades Yes

Housing Piano White with Satin Nickel 
decorative ring

UV Protection Yes

Certification cULus, FCC, IC, RoHS
Indication Light Yes - Green and Red
Wi-Fi 802.11 Yes
Ringtone 16 built-in melodies (see below)

Volume
4 volume levels can be selected: 
High (default), Mid-High, 
Mid-Low, Low

Product Dimensions 3-in. x 3-in. x 1.5-in.

Installation Mounts on standard electrical 
outlet

Pairing

1 Doorbell can be paired with 4 
Wi-Fi Chimes

1 Wi-Fi Chime Can only be 
paired with 1 Doorbell (Need two 
separate Wi-Fi chimes for front 
and rear door)

REQUIREMENTS

Compatibility
NuTone Knock DCAM100, 
DCAM100FM,  Works with 
NuTone Knock App

Voltage 120 VAC
Hz 60 Hz

INSTALLATION
Complete installation instructions included with each unit.
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Wireless Wi-Fi Chime

NUTONE KNOCKTM

Model LA227WH

BUILT-IN MELODIES

RINGTONE DESCRIPTION
1 (Default) Ding Dong
2 Westminster
3 Ding Dong Ding
4 Tubular 1
5 Orchestra
6 Tubular 2
7 Trumpet
8 Dog Barking
9 Bird
10 Mirage
11 “Pang” from Cymbals
12 SO ME DO
13 Knock
14 Cuckoo
15 Old Phone
16 Buzzer
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CARACTÉRISTIQUES
Mises à niveau de 
micrologiciel sur les 
ondes

Oui

Boîtier Blanc piano avec anneau décoratif 
en nickel satiné

Protection contre les 
rayons UV Oui

Homologation cULus, FCC, IC, RoHS
Indicateur lumineux Oui - Vert et rouge
Wi-Fi 802.11 Oui

Sonnerie 16 mélodies intégrées  
(voir ci-dessous)

Volume Choix de 4 niveaux de volume : Haut 
(par défaut), Mi-haut, Mi-bas, Bas

Dimensions du 
produit

7,6 cm x 7,6 cm x 3,8 cm  
(3 po x 3 po x 1,5 po)

Installation Si fixe sur une boîte électrique 
standard

Jumelage

Une sonnette de porte peut être 
jumelée à 4 carillons Wi-Fi

Un carillon Wi-Fi ne peut être jumelé 
qu’à une seule sonnette de porte (les 
portes avant et arrière exigent deux 
carillons Wi-Fi séparés)

CONDITIONS REQUISES

Compatibilité

Le carillons NuTone Knock 
DCAM100, DCAM100FM 
fonctionnent avec l’application 
NuTone Knock 120 VCA

Tension 120 VCA
Hz 60 Hz

INSTALLATION
Instructions d’installation complètes incluses avec chaque unité.
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Carillon de porte Wi-Fi sans fil
NUTONE KNOCKTM

Modèle LA227WH

MÉLODIES INTÉGRÉES

SONNERIE DESCRIPTION
1 (par défaut) Ding Dong
2 Westminster
3 Ding Dong Ding
4 Tubulaire 1
5 Orchestre
6 Tubulaire 2
7 Trompette
8 Aboiement de chien
9 Oiseau
10 Mirage
11 « Coup » de cymbales
12 SO ME DO
13 Cogner
14 Coucou
15 Ancien téléphone
16 Bouton-signal


